E REPORT | \
SERVIC y
AAT AIRCRAFT MAINTENANCE \\
-
TEL:
800-601-3099 - ¢ W\
SR NUMBER: 320224921 5008270858 ot B-E\ﬁ
PO: CUSTOMER PART NUMBER: CONTRA \
PO15-00102 —
ETED:
DATE REJECTED: DATE RECEIVED: DATE COMPL \\\
20 FEB 2015 1
19 FEB 2015 20 FEB 2015 ———\
AJC TYPE: A/C TAIL NUMBER: A/C SEZI:IAL NU : \
UNK N328AM 51 - ﬁ__\\
: PHYSICAL DAMAGE:
PACKING STATUS: SEALS INTACT: A e BLAD .
Yes =

REASON FOR REMOVAL:
N GROUND AND |
N328AM, AOG FEES ACCEPTED, CASE 10419920, SANDRA SANFORD EGPWS CONTINOUSLY GIVES PULL UP WARNING O | G N
SHOWS RAD ALT FAIL ot i

AS RECEIVED: AS RELEASED: ;
PART NUMBER 965-0976-003-214-214 965-0976-003-214-214
DESCRIPTION: EGPWS EGPWS
SERIAL NUMBER: 17306 17306 ‘
UCN/SER: R
HW MOD STATUS: 1-10 1-10
SW MOD STATUS: Appl: 2 Cfg: 2 Appl: 2 Cfg: 1
SOFTWARE LOAD: TD 439 TD: 473
REASON FOR REMOVAL CONFIRMED: Rejection Not Confirmed ESTIMATE SUPPLIED: no
PRIMARY SHOP FINDING: No Fault Found WARRANTY: Partial Warranty Granted
TYPE OF SERVICE: Repaired And Modified TECHNICIAN: MINH HUYNH

MAINTENANCE STATEMENT:
PAGE DETAILING WORK PERFORMED, ALONG WITH MATERIALS USED, IS ATTACHED IN PAGE 2

SIGNATURE BELOW REQUIRED ONLY WHEN RETURN TO SERVICE IS NOT ISSUED:

SIGNATURE OF AUTHORIZED PERSON: DATE:

SHOULD YOU REQUIRE ANY FURTHER INFORMATION REGARDING THIS SERVIGE REPORT, OR HAVE ANY QUESTIONS, PLEASE CONTACT OUR CUSTOMER
RESPONSE CENTER AT 1-800-601-3099 OR VISIT OUR CUSTOMER PORTAL AT WWW.MYAEROSPACE.COM TO SUBMIT AN INQUIRY.
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SERVICE REPORT
AAT AIRCRAFT MAINTENANCE

—

TEL: A
SR NUMBER: 320224921 5008270858 800-601-3099 L
PO: CUSTOMER PART NUMBER: CONTRACT NUMER\':\
\s
PO15-00102 K
PART NUMBER FITTED I DESIGNATION DISPOSITION REQ QTY S/N ON P/N OFF ‘l_l
COMMENT ;
Incoming test passed. Replace corrected cfg label | ‘
SB: 012-0687-225

Installed Terrain Database 473 and EMD B07 IAW SB 965-0976/1690-34-125
rev 1 dated 23 Apr 2008 and SIL D201407000020 Rev 0 dated 15 Oct 2014.
COMMENT
Service Performed IAW: CMM D201 105000029 Rev. 1 dated 4 Apr 2013 (ATA
34-45-64),
COMMENT

This component is airworthy with respect to work performed. Passed

Functional Test. Test equipment calibration dates checked and Final
tested by Minh Huynh on 2/20/2015
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canadair
chalienger EFFECTIVITY:
MAINTENANCE MANUAL 5001 and Subs
PSP 601-2

(b) The radio altimeter displays read 0 (%5 feet).

NOTE: If displays are out of tolerance, set the zero altitude
adjustment potentiometer to 0 foot d1sp1ay._ The zero
altitude adjustment potentiometer is accessible via the
hole on the radio altimeter transmitter/receiver front

panel.
(c) The digital decision height displays read DH 50 (50 feet).

NOTE: In the EFIS test mode, the caution anq the warning
flags are displayed and the radio altimeter test 1s

initiated.

The rising runway is displayed when a valid localizer
signal is present.

(8) On aircraft pre SB 601-0387, ‘
press and hold DH/TST switch on pilot's EFIS display controller.

(a) On pilot's EADI, check that:

i. TEST legend appears near the top of the attitude sphere.
ii. RA display shows 100 10 feet.
iii. Rising runway shrinks to approximately mid-scale

(b) On pilot's EADI and EHSI, check all comparison monitors come
on steady.

(c) On pilot's and copilot's annunciator panels, COMP MON legend
comes on.

(d) After three seconds check that a flashing amber boxed RA
legend appears above the radio altitude reading.

(e) After four seconds check that:
i. TEST Tegend remains in view.

ii. The radio altitude (digital) reading is replaced by a red
boxed RA warning flag.

iii. The decision height display and rising runway disappear.

iv. All comparison monitors on pilot's EADI and EHSI disappear
and failure flags appear.

NOTE: The radio altitude display on copilot's EADI is
replaced by a red hoxed RA warning flag while the
DH/TST switch is pressed.

EFFECTIVITY: 5001 and Subs 34-42-00
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